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Splice instructions

Splice

01_Narrow the end of the hollow 
braid and seal it with tape.

02_Install the sling 
(length: four times the 
trunk diameter) around 
the tree. Pull the taped 
end of the hollow braid 
through both sling loops.

03_Set the taped end of the hollow braid inside the splicing 
fi d. The wire cage at the back of the needle must be tighte-
ned around the braid. It helps to narrow the end of the braid 
smoothly.

04_Pierce the hollow braid with 
the fi d, obtaining an eye of about 
5cm.

05_Approximately 
5 cm behind the fi rst 
hole introduce the 
needle inside the 
cover, and make the 
splice.

07_Pull the end of the hollow 
braid out. Remove the needle. 
Cut the hollow braid in the 
desired length and narrow the 
end. Pull the splice end inside 
the cover again.

06_The hollow braid must be spliced over a length of 40 
cm approximately. Squeeze the rope cover to facilitate the 
splicing.

Installation height:
The cabling system is limiting the lever effect and therefore 
forces applying to the tree crown. Cabling systems should be 

installed at least at 2/3 of the length of the branch to secure. If you need 
to install the system lower than at 2/3 of the length of the branch you 
should use a stronger breaking load. For an installation at two levels, the 
lower connection should be made half way between the mechanic default 
and the connection installed at 2/3 of the branch length.

®®tree save
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Install the sling 


